VD13

Single, Inner, Metal bellows mechanical seal
Independent of the shaft rotating direction

[ ] -Atmospheric pressure

1! - -Stuffing box pressure
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DIMENSION UMITNGEACTORS  LISTOFELEMENTS
TABLE (inch) .
_ 1. Stationary seat
Seal pl= from vacuum ) S d 1
ok proLr D3 to 69 bar 3 poondary S8
t=-75 to 425°C - potary seatTing
16 0,750 2,312 1,625 4. Housing
18 0,875 2,343 1,750 5. Metal bellows
20 1,000 2,343 1,875 6. S;condgry se_:al
22 1,125 2,375 2,000 g E}ghtemngrlng
24 1,250 2,375 2,125 o LPIDQIIEY BTSN
26 1,375 2,468 2,250 r((((((//{\ 9. Tightening screw

28 1,500 2,500 2,375
30 1,625 2,500 2,500
32 1,750 2,531 2,625
34 1,875 2,531 2,750
36 2,000 2,562 2,875
38 2,125 2,562 3,000
40 2,250 2,750 3,250 Single ply ~ Double ply
42 2,375 2,781 3,375
44 2,500 2,781 3,500
46 2,625 2,875 3,687
48 2,750 3,000 3,812
50 2,875 3,000 4,000
52 3,000 3,000 4,125
54 3,125 3,000 4,250
56 3,250 3,000 4,375
58 3,375 3,000 4,500
60 3,500 3,000 4,625
62 3,625 3,000 4,750
64 3,750 3,000 4,875

Welded metal bellows




